
























































35 mm. Films 
Film manufacturers all over the world pack 35 mm. 
miniature films in cassettes ready for loading into the 
camera. There is a wide variety of films on the 
market for many different purposes. We will 
tion here only the speed of the film, since .this is 
important for correct exposure. 
Medium Speed Films 
of about 32 to 50 ASA or 16 0 to 18 0 DIN are 
standard all-round emulsions. Their good gradation, 
fine grain, high resolving power, and wide exposure 
latitude yield negatives suitable for first class en­
largements. 

High Speed Films 
of about 100 to 250 ASA or 21 0 to 25 0 DIN are 
special emulsions for exposure by poor light without 
the use of flash (interiors, theatre and night shots) , 
or where fas tes t shutter speeds are essential (e. g. 
sports subjects). Their grain is coarser and resolv­
ing power limited. 

Slow Films 
of about 8 to 20 A5A or 10 0 to 14 0 DIN are also 
special materials, but of the finest grain and maxi­
mum resolving power for reproducing accurate de­
tail. They are suitable for copying, architectural 
shots, and technical subjects. 
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To Set the Film Indicator (24) 

in the camera back, press one finger lightly 
against the centre, and turn the disc to 
mark the type and speed of the film loaded 
in the camera. Symbols indicate black-and 
white film, daylight colour film (sun on a 
red background) or artificial light colour 
film (lamp on a red background) . One of 
the three pointers, next to the appropriate 
symbol, should point to the film speed in 
ASAor DIN. 



Using Flash 

All electronic flash units and most types bf flash 
bulbs can by synchronized with the LEICA M 2. 

"Synchronization" means that the flash lights up at 
the exact instant when the shutter opens. A flash gun 
bracket can be attached to the base plate of the 
LEICA. 

Two flash outlets at the back of the LEICA take the 
flash plug of the cable from the flash unit. 

The left hand outlet, marked by a symbol of a 
lightning flash is intended for electronic flash and 
type F flash bulbs. With electronic flash you set any 
shutter speed between 1 second and the red arrow 
which stands for ' Iso second. The effective exposure 
time is, of course, governed by the flash duration of 
the electronic tube. 
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The right hand outlet, marked by a symbol of a flash bulb, is used for synchronizing type M 
flash bulbs. With suitable bulbs you can use fastest shutter speeds. 

Both electronic flash units and flash bulbs can be connected at the same time. 

Protective plugs are available to cover the two flash outlets . To keep out dirt, uncover only the outlet you need 
at any time. 

Exact details about flash bulbs, guide numbers, and suitable shutter speeds are given in the 
flash table for the UreA M 2. 

31 

8583-11 



~ 
WETZLAR 

ERNST LEITZ GMBH WETZLAR GERMANY 

Branch Works: Ernst Leitz (Canada) Ltd. Midland, Ontario 

Liste 111-361 Engl.l Printed in Germany 
VIlli 58/DY IB 


	01
	02
	03
	04
	05
	06
	07
	08
	09
	10
	11
	12
	13
	14
	15
	16
	17
	18
	19
	20
	21
	22
	23
	24
	25
	26
	27
	28
	29
	30
	31
	32

